
Model WCA002

Capacity 30L

Max Pressure
psig (kg/cm2)

80 (5.6)

Min Pressure
psig (kg/cm2)

10 (0.7)

Auto Start/
Stop Controls

Yes - when
connected to a still
or using level
monitor provided

Auto Drain Yes

Low Water Cut-
Off

Yes

Dimensions
(HxWxD) mm

300x380x750

Weight  15kg

RESERVOIR

Easy to Use
The Reservoir contains special ports to feed
deionisation systems, and the sight tube
allows for early water level observation. The
storage reservoir is easy to clean, as you
can open it up for easy accessibility.

Filtered
A vent filter prevents airborne
contamination from bacteria, particulates,
and organic vapours.

Polyethylene Construction
Each Reservoir is fitted with a polyethene
liner.

Automated
The electronic float switch shuts off the still
on a full reservoir tank and restarts it
automatically when water is drawn.

Space Saving
All models are wall or benchtop mountable.

The 30L matching Reservoir tank is available for the Calypso
and Cyclon water distillers. The Reservoir incorporates a fast
flow tap and a sight tube, showing the volume of the
contents of the Reservoir. Our range of storage reservoirs has
been designed to maintain the optimum purity of stored
water, protecting against airborne contaminants. 


